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The N-Series has a variety of features
that contribute to quick, convenient operation.
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H Front Panel Is Easy to Use
The integrated operation panel on the front of the unit has large buttons that facilitate fast, easy operation.
The display panel is angled for maximum visibility and uses bright red LEDs to display three digits of
batch numbers and four digits of counts.

B Four Counting Modes Suitable for Different Counting Applications

a) Count Mode
Normal count function. A verification function can be used to indicate under-counts or over-counts.
b) Add Mode
Performs an accumulation count of notes that have been counted and displays the result.
This lets you confirm the total number of notes counted.
c) Repeat Mode
Continually counts out the same designated batch number of notes.
Accumulates the number of notes counted to display the total.
d) Batch Mode
When any of five preset batches or an optional number of notes designated by the ten-key pad have been
counted, counting automatically stops so that the designated number can be revised for each count.

Additional Features
|

B The N-120 is equipped with a connector (port) which can be
used to connect an external Piece Count Display (NOP-12).

H By connecting the optional Interface Kit (NOP-22) to
the N-130 Series or N-140 Series models, external devices,
such as a personal computer or printer can be connected for
data management or printout.
With the N-140 Series, you can get accumulated totals of
differently sized banknotes by using the optional Interface
Kit to connect a Value Count Display (NOP-05).
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N-Series

Size of Note Length  55x97mm (2.2x3.8in.)

Width  110x192mm (4.3x7.6in.)

Count Speed (length up to 75mm (3.0in.)) High 1,500 notes-per-minute

suonesyy1dads

Low 1,000 notes-per-minute

Preset Batch 100, 50, 25, 20, 10
(manually adjustable from 1-999)

Display Count: 4 digits

Batch: 3 digits

Hopper Capacity 300 notes

Stacker Capacity 200 notes

Dimension W280xD260xH220mm (excluding hopper guide)
W11.0xD10.2xH8.7in. (excluding hopper guide)

Weight 7.2kg (15.8Ibs)

Power Consumption 60W

Power Supply AC 100/120V, AC 220/240V 50/60Hz
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Interface Kit NOP-02 Piece Count Display Value Count Display
(N-130 Series/N-140 Series) NOP-12 (N-120) NOP-05 (N-140 Series)
To connect with external devices,  To display number of counted To display total value of counted
such as a personal computer, banknotes. banknotes.
serial printer etc. via RS232C.

Model | N-120 | N-131 | N-132 | N-133 | N-140 | N-141 | N-142 | N-143
Interface Kit (NOP-22) L o L L L L L
Piece Count Display (NOP-12) L4
Value Count Display (NOP-05) ) ° ) )
Extension Hopper Guide (NOP-03) ° ° ° ° ° ° ° °
(To load up to 500 notes)
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